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Gentoo/Linuxのインストール手順


前提条件





	HW:	PC/AT互換機




	CPU:	x86_x64




	NW:	DHCPでIPaddrが割り当てられるLANに接続できる事




	Media:	下記よりISOイメージをダウンロードし、光学メディアに焼きこむかブータブルUSBメモリを作成する事

http://www.sysresccd.org/Download

ファイル名: systemrescuecd-x86-x.x.x.iso










詳細手順



	インストールの準備をする

	ディスク準備

	インストール用ファイル準備

	make.confの設定

	chrootの準備
	DNS情報のコピー

	システムパーティションのマウント

	chrootする





	Portageツリーの更新
	webrsyncの実行

	Gentoo側で変更のあったインストール時の注意事項を閲覧

	profileの変更

	Vimのインストール(作業の為)

	ロケールの設定

	TIMEZONEの設定

	デバイス確認系のツールをインストール





	システムの情報を把握する

	カーネルをコンパイルする
	Gentooのカーネルソースをインストール

	カーネルコンパイルのconfig設定

	カーネルをインストールする

	起動時モジュール読み込み





	fstabの修正

	Gentooのネットワーク設定
	ホスト名の設定

	物理インターフェースの確認

	ネットワーク設定





	システム設定
	rootのパスワードの設定

	ツールの起動設定

	シリアルコンソールの設定

	その他システム設定





	必要なパッケージをインストールする

	ブートローダの設定

	システムの再起動

	OSインストール後の設定
	システムアップデート

	NTPの設定

	デフォルトエディタの設定

	sudoの設定

	sshdの設定

	Pythonのバージョン指定

	その他パッケージインストール

	作業後の確認
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インストールの準備をする

インストールメディアは SystemRescueCd [http://www.sysresccd.org/Download] を使用する。

BIOSで該当のメディアがブートされるように設定し、インストールメディアをセットしブートする


[image: ../_images/systemrescuecd_start01.png]
ブート後の選択画面 その1




[image: ../_images/systemrescuecd_start02.png]
ブート後の選択画面 その2




[image: ../_images/systemrescuecd_start03.png]
キーボードの選択




[image: ../_images/systemrescuecd_start04.png]
対話シェルが起動した状態



下記コマンドでIPアドレスが割り当てられた事を確認する

ifconfig -a





DHCPで割り当てず、固定IPアドレスを振る場合は下記コマンドを実施する

% net-setup





リモートからsshで接続してインストール作業を実施する為、コンソールよりsshdの起動とrootパスワードの設定をする

# passwd
※任意のパスワード aaa等を入力





# /etc/init.d/sshd start
# pgrep -l sshd ※起動確認
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ディスク準備

現状で認識しているディスクを調べる

# fdisk -l





RAID1アレイがある場合の実行例(/dev/cciss/c0d0p)

Disk /dev/cciss/c0d0: 587.1 GB, 587127480320 bytes
255 heads, 32 sectors/track, 140531 cylinders, total 1146733360 sectors
Units = sectors of 1 * 512 = 512 bytes
Sector size (logical/physical): 512 bytes / 512 bytes
I/O size (minimum/optimal): 512 bytes / 512 bytes
Disk identifier: 0xad45b20c

           Device Boot      Start         End      Blocks   Id  System
/dev/cciss/c0d0p1            2048     4196351     2097152   82  Linux swap / Solaris
/dev/cciss/c0d0p2   *     4196352  1146733359   571268504   83  Linux

※アレイが存在しても、このように表示されるとは限らない





RAID1アレイがある場合の実行例(/dev/sda)

Disk /dev/sda: 72.7 GB, 72746008576 bytes, 142082048 sectors
Units = sectors of 1 * 512 = 512 bytes
Sector size (logical/physical): 512 bytes / 512 bytes
I/O サイズ (最小 / 推奨): 512 バイト / 512 バイト
ディスク識別子: 0x00000080

デバイス ブート      始点        終点     ブロック   Id  システム
/dev/sda1            2048     4196351     2097152   82  Linux スワップ / Solaris
/dev/sda2   *     4196352   142082047    68942848   83  Linux





ディスクのパーティション設定をする

# fdisk /dev/cciss/c0d0
Command (m for help): p ※パーティションの確認
Command (m for help): d ※既存パーティションの削除

※swap領域の作成
Command (m for help): n
Partition type:
   p   primary (0 primary, 0 extended, 4 free)
   e   extended
Select (default p): p
Partition number (1-4, default 1):
Using default value 1
First sector (2048-33554431, default 2048):
Using default value 2048
Last sector, +sectors or +size{K,M,G} (2048-33554431, default 33554431): +2G ※swapパーティションに2GB割り当てる
Partition 1 of type Linux and of size 2 GiB is set

Command (m for help): l ※パーティションタイプを確認 飛ばしても構わない

Command (m for help): t ※パーティションタイプを設定
Selected partition 1
Hex code (type L to list codes): 82 ※ partition types を Linux swap / Solarisの 82 を打つ
Changed system type of partition 1 to 82 (Linux swap / Solaris)

Command (m for help): p ※/dev/vda2 のSystemに Linux swap / Solaris が表示される事を確認
Disk /dev/vda: 17.2 GB, 17179869184 bytes, 33554432 sectors
Units = sectors of 1 * 512 = 512 bytes
Sector size (logical/physical): 512 bytes / 512 bytes
I/O size (minimum/optimal): 512 bytes / 512 bytes
Disk identifier: 0x0d3e9626
   Device Boot      Start         End      Blocks   Id  System
/dev/vda1            2048     4196351     2097152   82  Linux swap / Solaris

※root領域の作成
Command (m for help): n
Partition type:
   p   primary (1 primary, 0 extended, 3 free)
   e   extended
Select (default p): p
Partition number (1-4, default 2):
Using default value 2
First sector (4196352-33554431, default 4196352):
Using default value 4196352
Last sector, +sectors or +size{K,M,G} (4196352-33554431, default 33554431):
Using default value 33554431
Partition 2 of type Linux and of size 14 GiB is set

Command (m for help): a ※ブート可能にする
Partition number (1-4): 2
Command (m for help): p ※/dev/vda2 に * が表示される事を確認
Disk /dev/vda: 17.2 GB, 17179869184 bytes, 33554432 sectors
Units = sectors of 1 * 512 = 512 bytes
Sector size (logical/physical): 512 bytes / 512 bytes
I/O size (minimum/optimal): 512 bytes / 512 bytes
Disk identifier: 0x0d3e9626

           Device Boot      Start         End      Blocks   Id  System
/dev/cciss/c0d0p1            2048     4196351     2097152   82  Linux swap / Solaris
/dev/cciss/c0d0p2   *     4196352  1146733359   571268504   83  Linux

※以下必要なだけ作成する
Command (m for help): n
Select (default p): p
First sector (14886912-78165359, default 14886912):
Using default value 14886912
Last sector, +sectors or +size{K,M,G} (14886912-78165359, default 78165359): +10G

※変更をSAVEする
Command (m for help): w





ディスクのフォーマットをする

# mkreiserfs /dev/sda2
# mkfs.ext4 /dev/sda2





スワップパーティションを初期化、有効化する

# mkswap /dev/sda1
# swapon -v /dev/sda1





ディスクのマウント:

# mkdir -p /mnt/gentoo/boot/grub
# mount /dev/sda2 /mnt/gentoo
  or # mount /dev/vda2 /mnt/gentoo






Note

2TB以上のボリュームを作成する場合

parted コマンドを利用してパーティションを作成する。

# パーティションの確認
(parted) print

# 不要なパーティションの削除
(parted) rm [番号]

# 2TB以上のボリュームを作成する場合はgptラベルを貼る
(parted) mklabel gpt

# ext4で先頭500MBからディスクの最後までを使用する場合
(parted) mkpart primary ext4 500 -1s

# reiserfsでディスク全てを使用する場合
(parted)  mkpart primary reiserfs 0% 100%








Note

ディスクが元々GPTだった場合

fdiskを実施するとGPTモードになってしまう。そのまま実施するとGPTディスクになりgrubの設定で躓く事がある。


gdisk

root@sysresccd /root % gdisk /dev/sda
Command (? for help): r

Recovery/transformation command (? for help): g

MBR command (? for help): ?

MBR command (? for help): a
Toggle active flag for partition: 2

MBR command (? for help): p   #確認

MBR command (? for help): w   #

Converted 3 partitions. Finalize and exit? (Y/N): y
Warning: The kernel is still using the old partition table.
The new table will be used at the next reboot.
GPT data structures destroyed! You may now partition the disk using fdisk or
other utilities.

root@sysresccd /root %
root@sysresccd /root % gdisk /dev/sda
GPT fdisk (gdisk) version 0.8.10


	Partition table scan:

	MBR: protective
BSD: not present
APM: not present
GPT: present



Found valid GPT with protective MBR; using GPT.

Command (? for help): g
b       back up GPT data to a file
c       change a partition’s name
d       delete a partition
i       show detailed information on a partition
l       list known partition types
n       add a new partition
o       create a new empty GUID partition table (GPT)
p       print the partition table
q       quit without saving changes
r       recovery and transformation options (experts only)
s       sort partitions
t       change a partition’s type code
v       verify disk
w       write table to disk and exit
x       extra functionality (experts only)
?       print this menu

Command (? for help): r

Recovery/transformation command (? for help): g

MBR command (? for help): ?
a       toggle the active/boot flag
c       recompute all CHS values
l       set partition as logical
o       omit partition
p       print the MBR partition table
q       quit without saving changes
r       set partition as primary
s       sort MBR partitions
t       change partition type code
w       write the MBR partition table to disk and exit

MBR command (? for help): p

** NOTE: Partition numbers do NOT indicate final primary/logical status,
** unlike in most MBR partitioning tools!

** Extended partitions are not displayed, but will be generated as required.

Disk size is 1953525168 sectors (931.5 GiB)
MBR disk identifier: 0x00000000
MBR partitions:


Can Be   Can Be



	Number  Boot  Start Sector   End Sector   Status   Logical  Primary   Code

	1                  2048     16779263   primary     Y        Y      0x82
2              16779264     58722303   primary              Y      0x83
3              58722304   1953525134   primary              Y      0x8E



MBR command (? for help): a
Toggle active flag for partition: 2

MBR command (? for help): p

Disk size is 1953525168 sectors (931.5 GiB)
MBR disk identifier: 0x00000000
MBR partitions:


Can Be   Can Be



	Number  Boot  Start Sector   End Sector   Status   Logical  Primary   Code

	1                  2048     16779263   primary     Y        Y      0x82
2      *       16779264     58722303   primary              Y      0x83
3              58722304   1953525134   primary              Y      0x8E



MBR command (? for help):

MBR command (? for help):

MBR command (? for help):

MBR command (? for help): ?
a       toggle the active/boot flag
c       recompute all CHS values
l       set partition as logical
o       omit partition
p       print the MBR partition table
q       quit without saving changes
r       set partition as primary
s       sort MBR partitions
t       change partition type code
w       write the MBR partition table to disk and exit

MBR command (? for help): g
a       toggle the active/boot flag
c       recompute all CHS values
l       set partition as logical
o       omit partition
p       print the MBR partition table
q       quit without saving changes
r       set partition as primary
s       sort MBR partitions
t       change partition type code
w       write the MBR partition table to disk and exit

MBR command (? for help): s

MBR command (? for help): w

Converted 3 partitions. Finalize and exit? (Y/N): y
Warning: The kernel is still using the old partition table.
The new table will be used at the next reboot.
GPT data structures destroyed! You may now partition the disk using fdisk or
other utilities.
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インストール用ファイル準備

作業領域にカレントを移し、stage3のアーカイブをダウンロード、展開する

# cd /mnt/gentoo
# wget http://ftp.iij.ad.jp/pub/linux/gentoo/releases/amd64/autobuilds/current-stage3-amd64/stage3-amd64-20150709.tar.bz2.DIGESTS
# wget http://ftp.iij.ad.jp/pub/linux/gentoo/releases/amd64/autobuilds/current-stage3-amd64/stage3-amd64-20150709.tar.bz2
  ※ あらかじめ http://ftp.iij.ad.jp/pub/linux/gentoo/releases/amd64/autobuilds/current-stage3-amd64/ をローカル端末のブラウザで確認する
  ※ 最新の日付の stage3-*.tar.bz2 のURLをwgetの引数にする
  ※ 最新の日付の stage3-*.tar.bz2.DIGESTS のURLをwgetの引数にする
# sha512sum -c *.DIGESTS
# tar xf stage3-*.tar.bz2





Portageスナップショットをダウンロードし、インストール

※後でemerge-webrsyncを使う場合は不要。確実にダウンロードしたい時に実施。

# cd /mnt/gentoo
# wget http://ftp.iij.ad.jp/pub/linux/gentoo/releases/snapshots/current/portage-latest.tar.bz2.md5sum
# wget http://ftp.iij.ad.jp/pub/linux/gentoo/releases/snapshots/current/portage-latest.tar.bz2
# md5sum -c portage-latest.tar.bz2.md5sum
# tar xf /mnt/gentoo/portage-latest.tar.bz2 -C /mnt/gentoo/usr
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make.confの設定


	コンパイルオプションの設定

	ミラーサイトの選択



エディタで編集をする

# vim /mnt/gentoo/etc/portage/make.conf





お好みで

# 物理マシンの場合は -march=native
# 仮想マシンは -march=x86-64
CFLAGS="-march=native -O2"
# 両方の変数に同じ値を使います
CXXFLAGS="${CFLAGS}"
# コア数 + 1 程度
MAKEOPTS="-j12"
# USEフラグ
USE="mmx sse sse2 cjk unicode nptl nptlonly threads nls"
USE="${USE} acpi dbus hal xml pam nis nfs"
USE="${USE} -alsa -cups -gnome -gtk -ipv6 -kde -nls -oss -perl -qt3 -qt4 -ruby -X"

LINGUAS="ja"
GENTOO_MIRRORS="ftp://ftp.iij.ad.jp/pub/linux/gentoo/ ftp://ftp.jaist.ac.jp/pub/Linux/Gentoo/"

# portage log
PORT_LOGDIR="/var/log/portage"
PORTAGE_ELOG_CLASSES="warn error log"
PORTAGE_ELOG_SYSTEM="save"

PYTHON_TARGETS="python2_7"
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chrootの準備


DNS情報のコピー

# cp -L /etc/resolv.conf /mnt/gentoo/etc/








システムパーティションのマウント

# mount -t proc none /mnt/gentoo/proc
# mount --rbind /sys /mnt/gentoo/sys
# mount --rbind /dev /mnt/gentoo/dev








chrootする

# cd /mnt/gentoo && chroot /mnt/gentoo /bin/bash
# env-update
# source /etc/profile && export PS1="(chroot) $PS1"
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Portageツリーの更新


webrsyncの実行


	事前に直接ダウンロード、展開をしているのならば不要



# mkdir /usr/portage
# emerge-webrsync
    # emerge --oneshot portage
    ※ 新しいバージョンがあると警告された場合








Gentoo側で変更のあったインストール時の注意事項を閲覧

# eselect news list
# eselect news read








profileの変更

標準設定で問題無いので設定不要

# eselect profile list

     Available profile symlink targets:
       [1]   default/linux/amd64/13.0 *
       [2]   default/linux/amd64/13.0/selinux
       [3]   default/linux/amd64/13.0/desktop
       [4]   default/linux/amd64/13.0/desktop/gnome
       [5]   default/linux/amd64/13.0/desktop/kde
       [6]   default/linux/amd64/13.0/developer
       [7]   default/linux/amd64/13.0/no-multilib
       [8]   default/linux/amd64/13.0/x32
       [9]   hardened/linux/amd64
       [10]  hardened/linux/amd64/selinux
       [11]  hardened/linux/amd64/no-multilib
       [12]  hardened/linux/amd64/no-multilib/selinux
       [13]  hardened/linux/amd64/x32
       [14]  hardened/linux/uclibc/amd64

# eselect profile set 1 # 例





※失敗する時はPortageツリーの更新を失敗しているので確認する事




Vimのインストール(作業の為)

# echo app-editors/vim python vim-pager >> /etc/portage/package.use/vim
# emerge -avt app-editors/vim








ロケールの設定

※ロケールの指定
# vim /etc/locale.gen
   ja_JP.UTF-8 UTF-8
   or
   # sed -i.bak -r 's/#(ja_JP\.UTF-8 UTF-8)/\1/g' /etc/locale.gen
   # diff -u /etc/locale.gen.bak /etc/locale.gen

※ロケールの作成
# locale-gen

# echo 'LC_ALL="ja_JP.UTF-8"' > /etc/env.d/02locale
# echo 'LANG="ja_JP"' >> /etc/env.d/02locale
# cat /etc/env.d/02locale








TIMEZONEの設定

Japanにする場合

# ls -l /usr/share/zoneinfo/Japan
# cp /usr/share/zoneinfo/Japan /etc/localtime
# echo "Japan" > /etc/timezone
# cat /etc/timezone





Asia/Tokyoにする場合

# ls -l /usr/share/zoneinfo/Asia/Tokyo
# cp /usr/share/zoneinfo/Asia/Tokyo /etc/localtime
# echo "Asia/Tokyo" > /etc/timezone
# cat /etc/timezone








デバイス確認系のツールをインストール

# emerge -avt sys-apps/ethtool
  ※ ethtoolコマンドの為
# emerge -avt pciutils
  ※ lspci, lsmodの為
# emerge -avt sys-apps/lshw
  ※ lshwコマンドの為

# まとめてインストール
# emerge -avt sys-apps/ethtool pciutils sys-apps/lshw
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システムの情報を把握する

あとで実施するカーネル設定のデバイスドライバなどの参考にlspciの結果をメモっておく

DELLサーバ例:

# lspci

00:00.0 Host bridge: Intel Corporation 5500 I/O Hub to ESI Port (rev 13)
00:01.0 PCI bridge: Intel Corporation 5520/5500/X58 I/O Hub PCI Express Root Port 1 (rev 13)
00:03.0 PCI bridge: Intel Corporation 5520/5500/X58 I/O Hub PCI Express Root Port 3 (rev 13)
00:07.0 PCI bridge: Intel Corporation 5520/5500/X58 I/O Hub PCI Express Root Port 7 (rev 13)
00:09.0 PCI bridge: Intel Corporation 7500/5520/5500/X58 I/O Hub PCI Express Root Port 9 (rev 13)
00:14.0 PIC: Intel Corporation 7500/5520/5500/X58 I/O Hub System Management Registers (rev 13)
00:14.1 PIC: Intel Corporation 7500/5520/5500/X58 I/O Hub GPIO and Scratch Pad Registers (rev 13)
00:14.2 PIC: Intel Corporation 7500/5520/5500/X58 I/O Hub Control Status and RAS Registers (rev 13)
00:1a.0 USB controller: Intel Corporation 82801I (ICH9 Family) USB UHCI Controller #4 (rev 02)
00:1a.1 USB controller: Intel Corporation 82801I (ICH9 Family) USB UHCI Controller #5 (rev 02)
00:1a.7 USB controller: Intel Corporation 82801I (ICH9 Family) USB2 EHCI Controller #2 (rev 02)
00:1c.0 PCI bridge: Intel Corporation 82801I (ICH9 Family) PCI Express Port 1 (rev 02)
00:1d.0 USB controller: Intel Corporation 82801I (ICH9 Family) USB UHCI Controller #1 (rev 02)
00:1d.1 USB controller: Intel Corporation 82801I (ICH9 Family) USB UHCI Controller #2 (rev 02)
00:1d.7 USB controller: Intel Corporation 82801I (ICH9 Family) USB2 EHCI Controller #1 (rev 02)
00:1e.0 PCI bridge: Intel Corporation 82801 PCI Bridge (rev 92)
00:1f.0 ISA bridge: Intel Corporation 82801IB (ICH9) LPC Interface Controller (rev 02)
00:1f.2 IDE interface: Intel Corporation 82801IB (ICH9) 2 port SATA Controller [IDE mode] (rev 02)
01:00.0 Ethernet controller: Broadcom Corporation NetXtreme II BCM5709 Gigabit Ethernet (rev 20)
01:00.1 Ethernet controller: Broadcom Corporation NetXtreme II BCM5709 Gigabit Ethernet (rev 20)
02:00.0 Ethernet controller: Broadcom Corporation NetXtreme II BCM5709 Gigabit Ethernet (rev 20)
02:00.1 Ethernet controller: Broadcom Corporation NetXtreme II BCM5709 Gigabit Ethernet (rev 20)
03:00.0 RAID bus controller: LSI Logic / Symbios Logic MegaRAID SAS 1078 (rev 04)
06:03.0 VGA compatible controller: Matrox Electronics Systems Ltd. MGA G200eW WPCM450 (rev 0a)
fe:00.0 Host bridge: Intel Corporation Xeon 5600 Series QuickPath Architecture Generic Non-core Registers (rev 02)
fe:00.1 Host bridge: Intel Corporation Xeon 5600 Series QuickPath Architecture System Address Decoder (rev 02)
fe:02.0 Host bridge: Intel Corporation Xeon 5600 Series QPI Link 0 (rev 02)
fe:02.1 Host bridge: Intel Corporation Xeon 5600 Series QPI Physical 0 (rev 02)
fe:02.2 Host bridge: Intel Corporation Xeon 5600 Series Mirror Port Link 0 (rev 02)
fe:02.3 Host bridge: Intel Corporation Xeon 5600 Series Mirror Port Link 1 (rev 02)
fe:02.4 Host bridge: Intel Corporation Xeon 5600 Series QPI Link 1 (rev 02)
fe:02.5 Host bridge: Intel Corporation Xeon 5600 Series QPI Physical 1 (rev 02)
fe:03.0 Host bridge: Intel Corporation Xeon 5600 Series Integrated Memory Controller Registers (rev 02)
fe:03.1 Host bridge: Intel Corporation Xeon 5600 Series Integrated Memory Controller Target Address Decoder (rev 02)
fe:03.2 Host bridge: Intel Corporation Xeon 5600 Series Integrated Memory Controller RAS Registers (rev 02)
fe:03.4 Host bridge: Intel Corporation Xeon 5600 Series Integrated Memory Controller Test Registers (rev 02)
fe:04.0 Host bridge: Intel Corporation Xeon 5600 Series Integrated Memory Controller Channel 0 Control (rev 02)
fe:04.1 Host bridge: Intel Corporation Xeon 5600 Series Integrated Memory Controller Channel 0 Address (rev 02)
fe:04.2 Host bridge: Intel Corporation Xeon 5600 Series Integrated Memory Controller Channel 0 Rank (rev 02)
fe:04.3 Host bridge: Intel Corporation Xeon 5600 Series Integrated Memory Controller Channel 0 Thermal Control (rev 02)
fe:05.0 Host bridge: Intel Corporation Xeon 5600 Series Integrated Memory Controller Channel 1 Control (rev 02)
fe:05.1 Host bridge: Intel Corporation Xeon 5600 Series Integrated Memory Controller Channel 1 Address (rev 02)
fe:05.2 Host bridge: Intel Corporation Xeon 5600 Series Integrated Memory Controller Channel 1 Rank (rev 02)
fe:05.3 Host bridge: Intel Corporation Xeon 5600 Series Integrated Memory Controller Channel 1 Thermal Control (rev 02)
fe:06.0 Host bridge: Intel Corporation Xeon 5600 Series Integrated Memory Controller Channel 2 Control (rev 02)
fe:06.1 Host bridge: Intel Corporation Xeon 5600 Series Integrated Memory Controller Channel 2 Address (rev 02)
fe:06.2 Host bridge: Intel Corporation Xeon 5600 Series Integrated Memory Controller Channel 2 Rank (rev 02)
fe:06.3 Host bridge: Intel Corporation Xeon 5600 Series Integrated Memory Controller Channel 2 Thermal Control (rev 02)
ff:00.0 Host bridge: Intel Corporation Xeon 5600 Series QuickPath Architecture Generic Non-core Registers (rev 02)
ff:00.1 Host bridge: Intel Corporation Xeon 5600 Series QuickPath Architecture System Address Decoder (rev 02)
ff:02.0 Host bridge: Intel Corporation Xeon 5600 Series QPI Link 0 (rev 02)
ff:02.1 Host bridge: Intel Corporation Xeon 5600 Series QPI Physical 0 (rev 02)
ff:02.2 Host bridge: Intel Corporation Xeon 5600 Series Mirror Port Link 0 (rev 02)
ff:02.3 Host bridge: Intel Corporation Xeon 5600 Series Mirror Port Link 1 (rev 02)
ff:02.4 Host bridge: Intel Corporation Xeon 5600 Series QPI Link 1 (rev 02)
ff:02.5 Host bridge: Intel Corporation Xeon 5600 Series QPI Physical 1 (rev 02)
ff:03.0 Host bridge: Intel Corporation Xeon 5600 Series Integrated Memory Controller Registers (rev 02)
ff:03.1 Host bridge: Intel Corporation Xeon 5600 Series Integrated Memory Controller Target Address Decoder (rev 02)
ff:03.2 Host bridge: Intel Corporation Xeon 5600 Series Integrated Memory Controller RAS Registers (rev 02)
ff:03.4 Host bridge: Intel Corporation Xeon 5600 Series Integrated Memory Controller Test Registers (rev 02)
ff:04.0 Host bridge: Intel Corporation Xeon 5600 Series Integrated Memory Controller Channel 0 Control (rev 02)
ff:04.1 Host bridge: Intel Corporation Xeon 5600 Series Integrated Memory Controller Channel 0 Address (rev 02)
ff:04.2 Host bridge: Intel Corporation Xeon 5600 Series Integrated Memory Controller Channel 0 Rank (rev 02)
ff:04.3 Host bridge: Intel Corporation Xeon 5600 Series Integrated Memory Controller Channel 0 Thermal Control (rev 02)
ff:05.0 Host bridge: Intel Corporation Xeon 5600 Series Integrated Memory Controller Channel 1 Control (rev 02)
ff:05.1 Host bridge: Intel Corporation Xeon 5600 Series Integrated Memory Controller Channel 1 Address (rev 02)
ff:05.2 Host bridge: Intel Corporation Xeon 5600 Series Integrated Memory Controller Channel 1 Rank (rev 02)
ff:05.3 Host bridge: Intel Corporation Xeon 5600 Series Integrated Memory Controller Channel 1 Thermal Control (rev 02)
ff:06.0 Host bridge: Intel Corporation Xeon 5600 Series Integrated Memory Controller Channel 2 Control (rev 02)
ff:06.1 Host bridge: Intel Corporation Xeon 5600 Series Integrated Memory Controller Channel 2 Address (rev 02)
ff:06.2 Host bridge: Intel Corporation Xeon 5600 Series Integrated Memory Controller Channel 2 Rank (rev 02)
ff:06.3 Host bridge: Intel Corporation Xeon 5600 Series Integrated Memory Controller Channel 2 Thermal Control (rev 02)

# lsmod

Module                  Size  Used by
video                  16669  0
shpchp                 29606  0
iTCO_wdt               16534  0
joydev                 16536  0
coretemp               12441  0
iTCO_vendor_support    12640  1 iTCO_wdt
acpi_power_meter       16564  0
i7core_edac            20630  0
dcdbas                 12434  0
crc32c_intel           12441  0
ghash_clmulni_intel    12567  0
serio_raw              12440  0
microcode              20803  0
edac_core              31525  4 i7core_edac
raid10                 32930  0
raid456                53468  0
async_raid6_recov      12506  1 raid456
async_pq               12535  2 raid456,async_raid6_recov
raid6_pq               82623  2 async_pq,async_raid6_recov
async_xor              12453  3 async_pq,raid456,async_raid6_recov
xor                    12426  1 async_xor
async_memcpy           12389  2 raid456,async_raid6_recov
async_tx               12625  5 async_pq,raid456,async_xor,async_memcpy,async_raid6_recov
raid1                  28847  0
raid0                  16516  0
multipath              12391  0
linear                 12391  0
ses                    12391  0
enclosure              12743  1 ses
usb_storage            46994  1
megaraid_sas           64217  2
bnx2                   61718  0





仮想マシンの例

# lspci

00:00.0 Host bridge: Intel Corporation 440FX - 82441FX PMC [Natoma] (rev 02)
00:01.0 ISA bridge: Intel Corporation 82371SB PIIX3 ISA [Natoma/Triton II]
00:01.1 IDE interface: Intel Corporation 82371SB PIIX3 IDE [Natoma/Triton II]
00:01.2 USB controller: Intel Corporation 82371SB PIIX3 USB [Natoma/Triton II] (rev 01)
00:01.3 Bridge: Intel Corporation 82371AB/EB/MB PIIX4 ACPI (rev 03)
00:02.0 VGA compatible controller: Cirrus Logic GD 5446
00:03.0 Ethernet controller: Red Hat, Inc Virtio network device
00:04.0 SCSI storage controller: Red Hat, Inc Virtio block device
00:05.0 Unclassified device [00ff]: Red Hat, Inc Virtio memory balloon

# lsmod

Module                  Size  Used by
video                  16669  0
microcode              20803  0
virtio_balloon         12470  0
i2c_piix4              12438  0
i2c_core               22165  1 i2c_piix4
raid10                 32930  0
raid456                53468  0
async_raid6_recov      12506  1 raid456
async_pq               12535  2 raid456,async_raid6_recov
raid6_pq               82623  2 async_pq,async_raid6_recov
async_xor              12453  3 async_pq,raid456,async_raid6_recov
xor                    12426  1 async_xor
async_memcpy           12389  2 raid456,async_raid6_recov
async_tx               12625  5 async_pq,raid456,async_xor,async_memcpy,async_raid6_recov
raid1                  28847  0
raid0                  16516  0
multipath              12391  0
linear                 12391  0
virtio_blk             12574  3
virtio_net             16624  0

# SystemRescueCdから実行
# lshw

sysresccd
    description: Computer
    product: Bochs ()
    vendor: Bochs
    width: 64 bits
    capabilities: smbios-2.4 dmi-2.4 vsyscall32
    configuration: boot=normal uuid=A6D94863-A56B-429F-8FE6-164D39E8A3E4
  *-core
       description: Motherboard
       physical id: 0
     *-firmware
          description: BIOS
          vendor: Bochs
          physical id: 0
          version: Bochs
          date: 01/01/2011
          size: 96KiB
     *-cpu:0
          description: CPU
          product: Westmere E56xx/L56xx/X56xx (Nehalem-C)
          vendor: Intel Corp.
          physical id: 401
          bus info: cpu@0
          slot: CPU 1
          size: 2GHz
          capacity: 2GHz
          width: 64 bits
          capabilities: fpu fpu_exception wp vme de pse tsc msr pae mce cx8 apic sep mtrr pge mca cmov pat pse36 clflush mmx fxsr sse sse2 ss syscall nx rdtscp x86-64 constant_tsc arch_perfmon rep_good nopl pni pclmulqdq ssse3 cx16 pcid sse4_1 sse4_2 popcnt aes hypervisor lahf_lm
     *-cpu:1
          description: CPU
          product: Westmere E56xx/L56xx/X56xx (Nehalem-C)
          vendor: Intel Corp.
          physical id: 402
          bus info: cpu@1
          slot: CPU 2
          size: 2GHz
          capacity: 2GHz
          width: 64 bits
          capabilities: fpu fpu_exception wp vme de pse tsc msr pae mce cx8 apic sep mtrr pge mca cmov pat pse36 clflush mmx fxsr sse sse2 ss syscall nx rdtscp x86-64 constant_tsc arch_perfmon rep_good nopl pni pclmulqdq ssse3 cx16 pcid sse4_1 sse4_2 popcnt aes hypervisor lahf_lm
     *-cpu:2
          description: CPU
          product: Westmere E56xx/L56xx/X56xx (Nehalem-C)
          vendor: Intel Corp.
          physical id: 403
          bus info: cpu@2
          slot: CPU 3
          size: 2GHz
          capacity: 2GHz
          width: 64 bits
          capabilities: fpu fpu_exception wp vme de pse tsc msr pae mce cx8 apic sep mtrr pge mca cmov pat pse36 clflush mmx fxsr sse sse2 ss syscall nx rdtscp x86-64 constant_tsc arch_perfmon rep_good nopl pni pclmulqdq ssse3 cx16 pcid sse4_1 sse4_2 popcnt aes hypervisor lahf_lm
     *-cpu:3
          description: CPU
          product: Westmere E56xx/L56xx/X56xx (Nehalem-C)
          vendor: Intel Corp.
          physical id: 404
          bus info: cpu@3
          slot: CPU 4
          size: 2GHz
          capacity: 2GHz
          width: 64 bits
          capabilities: fpu fpu_exception wp vme de pse tsc msr pae mce cx8 apic sep mtrr pge mca cmov pat pse36 clflush mmx fxsr sse sse2 ss syscall nx rdtscp x86-64 constant_tsc arch_perfmon rep_good nopl pni pclmulqdq ssse3 cx16 pcid sse4_1 sse4_2 popcnt aes hypervisor lahf_lm
     *-memory
          description: System Memory
          physical id: 1000
          size: 2GiB
          capacity: 2GiB
        *-bank
             description: DIMM RAM
             physical id: 0
             slot: DIMM 0
             size: 2GiB
             width: 64 bits
     *-pci
          description: Host bridge
          product: 440FX - 82441FX PMC [Natoma]
          vendor: Intel Corporation
          physical id: 100
          bus info: pci@0000:00:00.0
          version: 02
          width: 32 bits
          clock: 33MHz
        *-isa
             description: ISA bridge
             product: 82371SB PIIX3 ISA [Natoma/Triton II]
             vendor: Intel Corporation
             physical id: 1
             bus info: pci@0000:00:01.0
             version: 00
             width: 32 bits
             clock: 33MHz
             capabilities: isa
             configuration: latency=0
        *-ide
             description: IDE interface
             product: 82371SB PIIX3 IDE [Natoma/Triton II]
             vendor: Intel Corporation
             physical id: 1.1
             bus info: pci@0000:00:01.1
             version: 00
             width: 32 bits
             clock: 33MHz
             capabilities: ide bus_master
             configuration: driver=ata_piix latency=0
             resources: irq:0 ioport:1f0(size=8) ioport:3f6 ioport:170(size=8) ioport:376 ioport:c0a0(size=16)
        *-usb
             description: USB controller
             product: 82371SB PIIX3 USB [Natoma/Triton II]
             vendor: Intel Corporation
             physical id: 1.2
             bus info: pci@0000:00:01.2
             version: 01
             width: 32 bits
             clock: 33MHz
             capabilities: uhci bus_master
             configuration: driver=uhci_hcd latency=0
             resources: irq:11 ioport:c040(size=32)
        *-bridge
             description: Bridge
             product: 82371AB/EB/MB PIIX4 ACPI
             vendor: Intel Corporation
             physical id: 1.3
             bus info: pci@0000:00:01.3
             version: 03
             width: 32 bits
             clock: 33MHz
             capabilities: bridge
             configuration: driver=piix4_smbus latency=0
             resources: irq:9
        *-display
             description: VGA compatible controller
             product: GD 5446
             vendor: Cirrus Logic
             physical id: 2
             bus info: pci@0000:00:02.0
             version: 00
             width: 32 bits
             clock: 33MHz
             capabilities: vga_controller rom
             configuration: driver=cirrus latency=0
             resources: irq:0 memory:fc000000-fdffffff memory:febf0000-febf0fff memory:febe0000-febeffff
        *-network
             description: Ethernet interface
             product: Virtio network device
             vendor: Red Hat, Inc
             physical id: 3
             bus info: pci@0000:00:03.0
             logical name: eth0
             version: 00
             serial: 52:54:00:4d:8e:91
             width: 32 bits
             clock: 33MHz
             capabilities: msix bus_master cap_list rom ethernet physical
             configuration: broadcast=yes driver=virtio_net driverversion=1.0.0 ip=192.168.1.175 latency=0 link=yes multicast=yes
             resources: irq:10 ioport:c060(size=32) memory:febf1000-febf1fff memory:febc0000-febdffff
        *-scsi
             description: SCSI storage controller
             product: Virtio block device
             vendor: Red Hat, Inc
             physical id: 4
             bus info: pci@0000:00:04.0
             version: 00
             width: 32 bits
             clock: 33MHz
             capabilities: scsi msix bus_master cap_list
             configuration: driver=virtio-pci latency=0
             resources: irq:11 ioport:c000(size=64) memory:febf2000-febf2fff
        *-generic
             description: Unclassified device
             product: Virtio memory balloon
             vendor: Red Hat, Inc
             physical id: 5
             bus info: pci@0000:00:05.0
             version: 00
             width: 32 bits
             clock: 33MHz
             capabilities: bus_master
             configuration: driver=virtio-pci latency=0
             resources: irq:10 ioport:c080(size=32)
     *-scsi
          physical id: 1
          logical name: scsi1
          capabilities: emulated
        *-cdrom
             description: DVD reader
             physical id: 0.0.0
             bus info: scsi@1:0.0.0
             logical name: /dev/cdrom
             logical name: /dev/scd0
             logical name: /dev/sr0
             logical name: /livemnt/boot
             capabilities: audio dvd
             configuration: mount.fstype=iso9660 mount.options=ro,relatime,mode=0644 state=mounted status=ready
(chroot) sysresccd / #
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カーネルをコンパイルする


Gentooのカーネルソースをインストール

# emerge -avt gentoo-sources
# ls -l /usr/src








カーネルコンパイルのconfig設定

# cd /usr/src/linux
# make menuconfig






make menuconfigのKVM用パラメータ

Linux/x86 3.17.8-gentoo-r1 Kernel Configuration

[*] Enable loadable module support  --->
  [*]   Forced module loading
  [*]   Module unloading
  [*]     Forced module unloading
  [*]   Module versioning support
  [ ]   Source checksum for all modules (NEW)
  [ ]   Module signature verification (NEW)

Processor type and features  --->
  [*] Linux guest support  --->
    [*]   Enable paravirtualization code ※KVM Guest
    [*]     Paravirtualization layer for spinlocks ※KVM Guest
    [ ]     Xen guest support
    [*]   KVM Guest support (including kvmclock) ※KVM Guest
    [*]   Paravirtual steal time accounting

  Processor family (Generic-x86-64)  --->
   (X) Core 2/newer Xeon

  <*> CPU microcode loading support ※ CPUのマイクロコードアップデートに必要
  [*]   Intel microcode loading support ※ CPUのマイクロコードアップデートに必要


[*] Networking support  --->
  Networking options  --->
    <M>   IP: AH transformation ※iptables
    <M>   IP: ESP transformation ※iptables
    <M>   IP: IPComp transformation ※iptables
    <M>   IP: IPsec transport mode ※iptables
    <M>   IP: IPsec tunnel mode ※iptables
    <M>   IP: IPsec BEET mode ※iptables
    <*>   Large Receive Offload (ipv4/tcp) (NEW) ※iptables
    <*>   INET: socket monitoring interface ※iptables
    <M>     UDP: socket monitoring interface ※iptables
    <*>   The IPv6 protocol  ---> ※iptables
    [*] Network packet filtering framework (Netfilter)  ---> ※iptables
      [*]   Advanced netfilter configuration
            Core Netfilter Configuration  ---> ※iptables
              <*>   nfmark target and match support
              <*>   ctmark target and match support
              <*>   CHECKSUM target support
              <*>   "addrtype" address type match support
              <*>   "comment" match support
              <*>   "conntrack" connection tracking match support
              <*>   "hl" hoplimit/TTL match support
              <*>   "iprange" address range match support
              <*>   "length" match support
              <*>   "limit" match support
              <*>   "mac" address match support
              <*>   "multiport" Multiple port match support
           IP: Netfilter Configuration  --->
              <*> IP tables support (required for filtering/masq/NAT)
              <*>   "ah" match support
              <*>   "ecn" match support
              <*>   "rpfilter" reverse path filter match support
              <*>   "ttl" match support
              <*>   IPv4 NAT
              <*>     MASQUERADE target support
              <*>     NETMAP target support
              <*>     REDIRECT target suppor
              <*> ARP tables support
              <*>   ARP packet filtering
              <*>   ARP payload mangling
      <*>   Ethernet Bridge tables (ebtables) support  ---> ※802.1d Ethernet Bridgingを先にチェック
        <*>   ebt: mark target support
    <*> 802.1d Ethernet Bridging ※VMが使用するインターフェースブリッジで使用
    [*]   IGMP/MLD snooping (NEW)
    [*]   VLAN filtering
    <*> 802.1Q/802.1ad VLAN Support ※VMが使用するインターフェースブリッジで使用
    [*]   GVRP (GARP VLAN Registration Protocol) support ※VMが使用するインターフェースブリッジで使用
    [*]   MVRP (Multiple VLAN Registration Protocol) support ※VMが使用するインターフェースブリッジで使用
  [ ]   Amateur Radio support  --->
  < >   RF switch subsystem support  --->
  <*>   Plan 9 Resource Sharing Support (9P2000)  --->  ※KVMゲスト VirtFSに必要 Virtualization driversを先にチェック
    <*>   9P Virtio Transport  ※KVMゲスト VirtFSに必要 Virtualization driversを先にチェック
  <*>   CAIF support  --->

Device Drivers  --->
  [*] Block devices  --->
    <*>   DRBD Distributed Replicated Block Device support ※DRBDを使う場合
    [*]     DRBD fault injection ※DRBDを使う場合
    <*>   Virtio block driver ※KVMゲスト必須 Virtio driversを先にチェック

  SCSI device support  --->
    [*] SCSI low-level drivers  ---> ※サーバでLSIのRAIDカードを使っている場合
        [*]   LSI Logic New Generation RAID Device Drivers
        <*>     LSI Logic Management Module (New Driver)
        <*>       LSI Logic MegaRAID Driver (New Driver)
        <*>   LSI Logic Legacy MegaRAID Driver
        <*>   LSI Logic MegaRAID SAS RAID Module
        <*>   virtio-scsi support (EXPERIMENTAL) ※KVMゲスト

  [*] Multiple devices driver support (RAID and LVM)  ---> ※LVMを使う場合
    <*>   Device mapper support
    <*>     Crypt target support
    <*>     Snapshot target
    <*>     Thin provisioning target
    <*>     Mirror target
    <*>   Multipath target
       <*>     I/O Path Selector based on the number of in-flight I/Os
       <*>     I/O Path Selector based on the service time

  [*] Network device support  --->
    <M>   Bonding driver support ※複数のインターフェースをまとめる場合
    <*>     MAC-VLAN support
    <*>       MAC-VLAN based tap driver
    <*>   Universal TUN/TAP device driver support ※KVMホスト
    <*>     Virtio network driver ※KVMゲスト 必須
    <*>   CAIF virtio transport driver ※KVMホスト 先に Networking support ->  CAIF support をチェックする必要あり
      <*>     Host kernel accelerator for virtio net ※KVMホスト
    [*]   Ethernet driver support  ---> ※必要に応じて
        [*]   Broadcom devices
        {*}   Broadcom NetXtremeII support

  Character devices  --->
    <*> Virtio console  ※KVMゲスト device virtio-serial を使ったシリアル接続をする時に必要 libvirtのシリアル接続には不要
    <*> Hardware Random Number Generator Core support  --->
        <*>   VirtIO Random Number Generator support※KVMゲスト
    Serial drivers  --->
      <*> 8250/16550 and compatible serial support ※シリアル接続に必要
      [*]   Console on 8250/16550 and compatible serial port ※シリアル接続に必要

  Graphics support  --->
      Direct Rendering Manager  --->
          <*> Kernel modesetting driver for MGA G200 server engines ※サーバのグラフィックカードで使われている事が多い lspciの結果を見る
          <*> ATI Radeon
            [*]   Enable userspace modesetting on radeon (DEPRECATED)

  [*] DMA Engine support  --->
     <*>   Intel I/OAT DMA support

  [*] Virtualization drivers  ---> ※KVMホスト
  Virtio drivers  ---> ※KVMホスト
    <*> PCI driver for virtio devices ※KVMホスト
    <*> Virtio balloon driver ※KVMホスト
    <*> Platform bus driver for memory mapped virtio devices ※KVMホスト
    [*]   Memory mapped virtio devices parameter parsing ※KVMホスト

Firmware Drivers  --->
  <*> BIOS update support for DELL systems via sysfs
  <*> Dell Systems Management Base Driver

File systems  --->
  [*]   Ext3 extended attributes (NEW)
  <*> The Extended 4 (ext4) filesystem
    [*]   Use ext4 for ext2/ext3 file systems
    [*]   Ext4 POSIX Access Control Lists
    [*]   Ext4 Security Labels ※KVMホスト

  [*] Dnotify support ※NFSを利用する時に必要
  [*] Network File Systems  --->
     <*>     NFS client support for NFS version 4
     [*]   NFS client support for NFSv4.1
     <*>   NFS server support ※NFSサーバを構築する場合
     -*-     NFS server support for NFS version 3
     [*]     NFS server support for NFS version 4
     [*]       Provide Security Label support for NFSv4 server
     <*>   Plan 9 Resource Sharing Support (9P2000) ※KVMゲスト VirtFS
     [*]     9P POSIX Access Control Lists ※KVMゲスト VirtFS
     [*]     9P Security Labels ※KVMゲスト VirtFS


Security options  --->
  [ ] Enable different security models

-*- Cryptographic API  --->
  <*>   CRC32c INTEL hardware acceleration
  <*>   GHASH digest algorithm (CLMUL-NI accelerated)
  <*>   AES cipher algorithms (x86_64)

[*] Virtualization  --->
   <*>   Kernel-based Virtual Machine (KVM) support ※KVMホスト
     <*>     KVM for Intel processors support ※KVMホスト
     < >     KVM for AMD processors support
     [ ]     Audit KVM MMU (NEW)
     [*]     KVM legacy PCI device assignment support (NEW) ※KVMホスト
     <*>   Host kernel accelerator for virtio net ※KVMホスト










カーネルをインストールする

カーネルconfigが終わったらコンパイル、インストールを実施する

# make && make modules_install
# make install








起動時モジュール読み込み

カーネルconfigでモジュールは強制的に読み込ませているが、引数が必要なモジュールは別途設定が必要

# vim /etc/conf.d/modules

 modules_3="${modules_3} bonding"
 module_bonding_args_3="mode=1 miimon=200"

# 参考 find /lib/modules/*gentoo*/ -type f -iname '*.o' -or -iname '*.ko' | awk -F"/" -v q='"' '{gsub(/\.ko$/,"",$NF);printf "modules=\"%s\"\n" ,$NF}'
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fstabの修正

エディタで編集する

# vim /etc/fstab





例

/dev/sda2               /               reiserfs        noatime                 0 1
/dev/sda1               none            swap            sw                      0 0
/dev/cdrom              /mnt/cdrom      auto            noauto,ro               0 0

shm                     /dev/shm        tmpfs           nodev,nosuid,noexec     0 0
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Gentooのネットワーク設定


ホスト名の設定

# vim /etc/conf.d/hostname

   ※ sphinxの例
   hostname="sphinx"

# ワンライナーの例
# echo hostname="sphinx" > /etc/conf.d/hostname








物理インターフェースの確認

# udevadm test-builtin net_id /sys/class/net/eth0 2> /dev/null
例: ID_NET_NAME_PATH=enp3s0f0

# udevadm test-builtin net_id /sys/class/net/eth1 2> /dev/null
例: ID_NET_NAME_PATH=enp3s0f1






	ブートしたメディアによってインターフェース名がまちまちになる場合があるので念のための確認

	VMの場合 ID_NET_NAME_MAC= の値が出る事があるが、これは無視をして eth0,eth1... で良い。



あたりを付けたインターフェースがリンクアップしている事を確認

# ethtool enp3s0f0
# ethtool enp3s0f1

※ ethtoolパッケージが必要








ネットワーク設定

# vim /etc/conf.d/net





シングルインターフェースの設定例

config_enp0s25="192.168.1.173/24"
routes_enp0s25="default via 192.168.1.254"
dns_servers_enp0s25="192.168.1.200"
dns_domain_enp0s25="otokojuku.local"
dns_search_enp0s25="otokojuku.local"
nis_domain_enp0s25="otokojuku.local"
nis_servers_enp0s25="192.168.1.200"





作成したインターフェースをスタートアップに入れる

※ インターフェースが enp0s25 の場合は bootのランレベルにnet.enp0s25を追加
# cd /etc/init.d
# ln -s net.lo net.enp0s25
# rc-update add net.enp0s25 boot

※ net.eth0 の場合
# ln -s net.lo net.eth0
# rc-update add net.eth0 boot
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システム設定


rootのパスワードの設定

# passwd








ツールの起動設定

sshdのスタートアップ

# rc-update add sshd default








シリアルコンソールの設定

# vim /etc/inittab

  # SERIAL CONSOLES
  s0:12345:respawn:/sbin/agetty -L 115200 ttyS0 vt100
  s1:12345:respawn:/sbin/agetty -L 115200 ttyS1 vt100

# vim /etc/securetty

  ※ 最終行に追加
  ttyS1






	主にiLO3やVMから接続する設定

	他にgrub側にも設定が必要。後述






その他システム設定

# vim /etc/conf.d/keymaps
    keymap="jp106"

# vim /etc/conf.d/hwclock
    clock="UTC"
    clock_hctosys="YES"
    clock_systohc="YES"






Note

hwclockについて

# hwclock
2013年10月04日 16時32分27秒  -0.734808 秒
# hwclock –utc
2013年10月04日 16時32分33秒  -1.000416 秒
# hwclock –localtime
2013年10月04日 07時32分36秒  -0.594151 秒
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必要なパッケージをインストールする

NICのbondingをしている場合は ifenslave が必要

# emerge -avt net-misc/ifenslave
※ bondingをしない、あるいはbond0を作成していない場合は不要





ファイルシステムをreiserfsにしている場合は専用パッケージが必要

# emerge -avt sys-fs/reiserfsprogs





シスログツール syslog-ng か rsyslogをインストールする

※ syslog-ng
# emerge -avt syslog-ng
# rc-update add syslog-ng default

※ rsyslogを入れる場合
# emerge -avt rsyslog
# rc-update add rsyslog default





cron

# emerge -avt vixie-cron
# rc-update add vixie-cron default





マイクロコードのアップデート

# emerge -avt sys-kernel/linux-firmware
※ 入れておいた方が無難。サーバ製品でbroadcomのNICが使えるようになった例あり
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ブートローダの設定

grubのインストール

# emerge -avt sys-boot/grub





grubのセットアップ

# ls -l /etc/grub.d
# chmod -x /etc/grub.d/{20_linux_xen,30_os-prober,40_custom,41_custom}
# ls -l /etc/grub.d
# mkdir -p /boot/grub
# grub2-mkconfig -o /boot/grub/grub.cfg

      # 正常な出力結果
      Generating grub.cfg ...
      Found linux image: /boot/vmlinuz-3.14.14-gentoo
      Found linux image: /boot/vmlinuz-3.14.14-gentoo.old
      done

# cat /boot/grub/grub.cfg





シリアルコンソールを設定する場合(仮想マシン向け)

# vim /etc/default/grub
    GRUB_CMDLINE_LINUX="console=ttyS0,115200n8r"
    GRUB_TERMINAL=serial
    GRUB_SERIAL_COMMAND="serial --unit=0 --speed=115200 --word=8 --parity=no --stop=1"

# grub2-mkconfig -o /boot/grub/grub.cfg
# cat /boot/grub/grub.cfg





MBRにgrubをインストールする

※ 物理マシン(適宜)
# grub2-install /dev/sda

※ 仮想マシン(適宜)
# grub2-install /dev/vda

※ 実行後表示例
(chroot) sysresccd / # grub2-install /dev/vda
Installation finished. No error reported.
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システムの再起動


	リブートする前にchrootを抜けmountした領域を外す



# exit
# cd
# umount -l /mnt/gentoo/dev{/shm,/pts,}
# umount -l /mnt/gentoo/proc
# reboot





一度、shutdownした後、やり直す時に必要なコマンド

# mkdir /mnt/gentoo/boot
# mount /dev/vda2 /mnt/gentoo
# mount -t proc none /mnt/gentoo/proc
# mount --rbind /sys /mnt/gentoo/sys
# mount --rbind /dev /mnt/gentoo/dev
# cd /mnt/gentoo && chroot /mnt/gentoo /bin/bash
# env-update
# source /etc/profile && export PS1="(chroot) $PS1"
# mount -a

# vim /etc/portage/make.conf
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OSインストール後の設定


システムアップデート

OSインストール直後でもOpenSSHやOpenSSL等のアップデートがある為、全てアップデートをかける

※ Pythonをsqlite込みで再ビルド
# echo "dev-lang/python sqlite gdbm ipv6 ncurses readline ssl threads xml" >> /etc/portage/package.use/python
# emerge -avt python
# emerge -avt openssh
# emerge --update --deep @world # 最新である事を確認








NTPの設定

# echo "net-misc/ntp vim-syntax" >> /etc/portage/package.use/ntp
# emerge -avt net-misc/ntp
# vim /etc/ntp.conf
  server ntp.nict.jp  # 適宜
# ntpdate 203.138.206.61
# ntpdate 192.168.1.200
# /etc/init.d/ntpd start
# ntpq -p
# rc-update add ntpd default








デフォルトエディタの設定

# vim /etc/profile
    EDITOR=/usr/bin/vim
    export EDITOR=${EDITOR:-/bin/nano} # この行の上に追加
# . /etc/profile








sudoの設定

# emerge -avt app-admin/sudo
# visudo
  %wheel ALL=(ALL) ALL

# ワンライナーで書き換え ※要リスタート
# perl -i.ori -pe 's/^# (%wheel.+\) ALL)$/\1\n%techteam ALL=\(ALL\) ALL/g' /etc/sudoers








sshdの設定

# vim /etc/ssh/sshd_config
  PermitRootLogin no         # rootログイン不可
  UsePAM no                  # パスワード認証不可
  RSAAuthentication no       # ssh v1 不可
  PubkeyAuthentication yes   # ssh v2 許可








Pythonのバージョン指定

# vim /etc/portage/make.conf
  PYTHON_TARGETS="python2_7"

# eselect python set 1
# eselect python list
  Available Python interpreters:
    [1]   python2.7 *
    [2]   python3.3
    [3]   python3.4





Intel CPUのマイクロコード自動アップデート

# emerge -avt microcode-ctl
# /etc/init.d/microcode_ctl start
# rc-update add microcode_ctl boot








その他パッケージインストール

システムユーティリティ

# emerge -avt app-portage/eix
# eix-update





一括インストール

# emerge -avt app-portage/gentoolkit mlocate net-dns/bind-tools app-misc/screen net-misc/curl sys-apps/dstat app-portage/pfl





equery

# emerge -avt app-portage/gentoolkit





e-file

# app-portage/pfl





locate:

# emerge -avt mlocate





DNSユーティリティ(nslookup他)

# emerge -avt net-dns/bind-tools





screen

# emerge -avt app-misc/screen





curl

# emerge -avt net-misc/curl





リソース表示コマンド

# emerge -avt sys-apps/dstat








作業後の確認

インストールしたパッケージの確認

# eix -cI --selected





スタートアップの確認

# rc-update show
# rc-status -a
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